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ATTACHING THE REAPER GRIP TO 
A TRIPOD 

The Reaper Grip was created as a universal shooting 
platform that can provide near bench rest stability in an 
ergonomic and compact package.  A sturdy tripod 
combined with this rifle rest will maximize a shooter’s 
good shooting fundamentals and extend their effective 
shooting range in a wide array of alternate shooting 
positions.  
The Reaper Grip comes in a slightly disassembled form. 
To assemble, screw the control arm into the bar clamp.  
The control arm is reverse or left hand threaded.  It only 
takes minimal torque to lock the grip in position so do not 
over tighten which could damage your Reaper Grip.  This 
control arm acts as a means to adjust the vertical drag 
setting and also securely locks the rifle at the shooter’s 
desired vertical angle position.  Once the control arm is in 
place, take the hinge block and slide the stainless steel 
dowel into the upper grip assembly’s bar clamp. This 
requires completely tightening the grip’s clamp so there 
will be clearance for the upper assembly to slide onto the 
dowel.  Index the groove on the top of the hinge block with 
the Grip’s bolt and slide it onto the dowel.  The Reaper 
Grip is shipped in the right handed mounting option.  For 
left handed shooters, remove the four allen screws from 
the Grip’s control handle assembly by using a 5/32” allen 
wrench.  Then simply rotate the grip 180 degrees and 
reassemble the Grip’s mounting base to the bar clamp.  
After the upper assembly is mounted to the hinge block, 
screw the dowel cover knob into the dowel. (Note: This 
knob serves only to prevent the upper assembly from 
sliding off of the hinge block if it is not tightened securely.)  
The Reaper Grip is now fully assembled and ready to be 
mounted to the tripod or other mounting fixture.  The 
Reaper Grip is equipped with a 3/8”-16 hole on the bottom 
of the Reaper Grip’s hinge block.  We have also included 
a 3/8”-16 to 1/4”-20 thread adapter for tripods with this 
mounting option.  

 

The Reaper Grip is equipped with a locking pin to 
prevent rotation of the base when attaching or 
removing the Reaper Grip from a tripod or other 
mounting fixture.  To mount the Reaper Grip to the 
tripod, you first need to ensure the locking pin is 
engaged and in the locked position.  To do this, 
rotate the hinge block while holding onto the base 
plate. You should hear an audible click when this 
plunger screw engages in one of the four stops.   
These stops are located in 90 degree increments.  
You should now be unable to independently twist 
the base plate from the hinge block.  After locking 
this horizontal pan, you can now tighten the Reaper 
Grip to the tripod. Once you have firmly mounted 
the Reaper Grip to the tripod, disengage the locking 
pin by pulling the knob out and slightly rotating it 
either direction. You will notice a difference in where 
the locking pin catches when disengaged as 
compared to when it is engaged. To double check, 
rotate the Reaper Grip over ¼ of a turn to ensure 
the locking pin does not engage with one of the 
stops.  On the opposite side of the locking pin is the 
drag adjustment knob. This knob is not meant to be 
completely tightened down as damage may occur to 
the internal shaft if over tightened. The drag 
adjustment knob has a nylon tip to create a smooth 
horizontal pan that can be set to the shooter’s 
desired horizontal drag.  

Never leave a loaded firearm in this rest without 
having positive physical control over the 
shooting system. 
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THE REAPER GRIP IS 
DESIGNED FOR: 

• LE/Military Snipers 

• Hunters 

• Younger or novice shooters 

• Competitive shooters 

• Persons with limited mobility 

The Reaper Grip was created to fill 
the void between the inexpensive 
lower quality shooting rests and 
the expensive immobile ones and 
also deliver a shooting experience 
that nothing currently on the 
market can provide.  
 
 
 

 

Kopfjager Industries 
5250 Hwy 78 Suite 750, Box 303 

Sachse, TX 75048 

  
Phone | (469) 892-8283 

sales@kopfjagerindustries.com 
Please visit our website for more information. 
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SPECIFICATIONS 

 
Overall Dimensions 7.5” L X 6.5” H X 6.5”W 

Weight—2.8 lbs. 
Min/Max Grip Opening--1.5" -2.9" 

Pan Rotation Angle --360° 
Vertical Rotation Angle--86° down- 20° up 

Mounting Threads--3/8"-16 
 


